
Modular Motors, Gearheads and Controllers for Industrial and Commercial Applications



Built on Sumitomo’s legacy of
high quality, precision gearing
• Sealed ball bearings
• Steel gears
• Rugged aluminum housing

Rugged aluminum
housing provides 

durability in a
lightweight package

All shafts supported
by ball bearings

Sealed
grease-lubricated

gearheads for 
maintenance-free 

operation and
unlimited mounting

positions

Astero offers a wide
range of constant

and variable speed
motors that can be
combined with any

Astero gearhead

Highly reliable, helical
intermediate gearing for
strong, quiet and efficient
operation

TM

Flexible mounting options,
face, flange, and foot

Wide range of motor and
controller options

Modular Motors, Gearheads and Controllers
for Industrial and Commercial ApplicationsAstero



Applications
• Food Processing Machines: Ice Cream, Ice, Pizza Ovens 
• Institutional Food Equipment 
• Roller, Belt and Ramp Conveyors 
• Sealers and Packaging Equipment 
• Medical Instruments and Healthcare Products 
• Stirrers, Agitators and Churns 
• Automated Bank Machines, Turnstiles and Money Sorters 
• Grinders, Presses, Woodworking Machinery 
• Amusement Machines and Automated Sports Equipment

Product Description
The Astero family of fractional horsepower Motors, Gearheads, and Controllers are built on Sumitomo's legacy of high quality,
precision gearing and world-class designs. Engineered for reliability, the Astero is remarkably rugged in construction and incorporates helical
gearing for maximum efficiency and quiet operation. Astero is a cost-effective solution for OEMs who require optimum
performance, quality construction and versatility, all backed by the stability and support of a world-leader in drive technology.

Features & Benefits
• Precision ball bearings, steel gears and cast aluminum housing add up to high quality, rugged construction
• Greased-for-life design provides maintenance-free operation
• Design combines intermediate helical gears on parallel, steel shafts generating maximum efficiency
• Sealed gearhead allows universal mounting for easy adaptability into small spaces and infinite installation positions
• Multiple motor, brake, and speed controller configurations ideal for an extensive list of applications

Specifications
Ratios: 24 Ratios, from 3:1 to 200:1
Torque: 1.15 to 174 lb-in
Electrical: 115 Volts Single-phase, 50/60 Hz

230 Volts Single- and 3-phase, 50/60 Hz
Motor: 6, 15, 25, 40, 60 and 90 Watt
Shaft: Inch, metric
Housing: Aluminum housing, clear silver metallic color
Mounting: Face, foot, and flange
Approvals: UL and CUL (115V, Single Phase, 230V 3 phase),

CE (with thermal protection)
Lubrication: Grease, no maintenance

Reduction Ratios 3 - 200 Combinations with 1750 RPM Motor

Modular configurations easily adapt
to a wide range of applications




